Zero Wind?
No problem!

OPTIMUM

-15°C
-20°C

Low temperature cooling and heating
The unit operates in optimal conditions when outdoor
temperature is as low as -15°C, in cooling mode, and as low
as -20°C, in heating mode.

6 speed fan

When setting indoor fan speed in
the chosen operation mode, one
of six available speeds can be
selected, from Mute to Turbo.

Wide voltage range start-up
The unit operates in a voltage range
between 165V and 265V, in unstable
or low voltage conditions.

Three-dimensional
airﬂow
The air is released evenly and wide,
downwards, like a cold shower, in
cooling mode, and upwards, like a warm
blanket, in heating mode, due to the
Coanda eﬀect created by the large size
louver. You can adjust the vertical and
horizontal swing using the remote
controller.

WI-FI control
Due to Wi-Fi function, after connecting
the unit to the internet, you can control
it remotely, using the speciﬁc App and a
smart mobile device. The Wi-Fi module
is easily installed, thanks to the USB
connection technology.

Clean design
The indoor unit, compact and lean, has
rounded edges, and the mat, slightly
textured surface, provides a pleasant
look. The unit has no indicator lights on
the outside, and the LED display, hidden
under the front panel, can be turned oﬀ
by remote controller.

Easy to access ﬁlter
The integrated high-density washable
air ﬁlter can be easily accessed from the
top side of the indoor unit, removed,
and cleaned with water.

Power supply through
outdoor unit
In order to increase user safety and
improve aesthetics of the area where
the unit is installed, power supply of the
air conditioner is ensured through the
outdoor unit.

Corrosion resistant
enclosure
The metal enclosure of the outdoor unit
maintains its aspect for a long period of
time, due to applied anti-corrosive
protective coatings.

DC Inverter, SEER A++/ SCOP A+
DC Inverter technology allows control of voltage and current, for an eﬃcient
operation, with low energy consumption, and less noise, due to reduced vibrations.
Compressor speed varies, ensuring both high precision maintenance of set
temperature, while also saving energy, 60% less than non-inverter technology.

Turbo & Mute
Super Turbo Start technology, due to its high-frequency startup (at 100 Hz), enables the air conditioner to reach the set
temperature in 30s*, in cooling mode, and in 60s*, in heating
mode. In Mute mode, the unit functions at low sound level,
enhancing comfort without aﬀecting cooling or heating
performances.

Clean & Anti-Mildew
By pressing the Clean button, you can activate the 4 step selfcleaning cycle: rapid frosting, defrosting, drying, high
temperature sterilization of the evaporator. You can prevent
mold formation by using Anti-Mildew function, which dries the
internal parts of the indoor unit by continuing ventilation for
approx. 15 min. after shutdown.
* data obtained in test conditions

Installation kit
For all capacities, the units include an
installation kit containing 4m pipe, 4m
electric cable, drainage pipe, tape and
protection for drilled hole.

Eco
In Eco mode, the air conditioner
reaches set temperature in the shortest
time, and then operates at low
frequency, maintaining set temperature,
while
also
reducing
energy
consumption.

I Feel
I Feel automatically optimizes the
functioning of the unit, by detecting
indoor air temperature, through the
remote controller built-in sensor, and
adjusts the temperature of the air that
is released in the room.

Disassembling and
assembling in 20s
In just 20s you can disassemble and assemble parts of
the enclosure that ensure access to a user-safe area,
completely separated from live parts, allowing cleaning
of the air outlet. The 3 removable elements –
horizontal louver, bottom plate of the indoor unit
enclosure, rod with vertical blades – have screwless
fastening systems, and can be removed in 8 seconds;
after performing periodical maintenance, 12s are
required to bring the unit to the initial state.

Zero Wind
The innovative technology “Zero Wind” lets you enjoy
cool air for hours, without any discomfort. The vertical
blades have a patented design, which resembles the
shape of a leaf, and features micro-holes of diﬀerent
diameters. When the blades, automatically controlled,
are closed, the airﬂow released in the room is smooth,
gentle, and comfortable.

Easy installation
The indoor unit can be rapidly detached from the
mounting plate, by pushing the 2 buckles positioned in
the lower part of the enclosure. The optimized and
stronger mounting plate features 2 supports that
sustain the indoor unit, and create a working space of
approx. 120mm between the unit and the wall. In the
piping connection area, the space reaches approx.
165mm. The indoor unit enclosure also features a
special wiring hole and larger space for piping, an
additional 10%, by comparison with other air
conditioners.

56°C High-temperature
self-cleaning with
sterilization
You can periodically activate the self-cleaning cycle,
which consists of rapid frosting, followed by defrosting
of the evaporator, drying, and 56°C high-temperature
sterilization. Due to this function, improved by the
addition of the sterilization step, the bacteria
elimination rate on the evaporator exceeds 93.18%.

U.M.

YW09T1

YW12T1

YW18T1

YW24T1

Cooling

BTU/h

(3207/8871/11260)

(3412/11601/12863)

(4265/17401/20131)

(6244/23338/26682)

Heating

BTU/h

(3207/8974/11464)

(3412/11703/13000)

(4265/17504/20745)

(6313/24055/27160)

W/W

6.30/4.00

6.10/4.00

6.10/4.00

6.50/4.00

A++/A+

A++/A+

A++/A+

A++/A+

MODEL

Capacity (min/nom/max)

SEER / SCOP
Energy class

Cooling / Heating
Ph-V-Hz

(1 Ph-230V-50Hz)

(1 Ph-230V-50Hz)

(1 Ph-230V-50Hz)

(1 Ph-230V-50Hz)

Cooling

W

(240/802/1380)

(290/1049/1500)

(330/1574/2350)

(410/2099/2800)

Heating

W

(240/706/1550)

(290/922/1730)

(340/1382/2550)

(420/1900/3000)

A

4.7

5.1

8.2

9.8

3

560

560

820

1100

Power supply
Energy consumption
(min/nom/max)

Characteristics

Rated current
Air ﬂow

H

Dehumidifying volume

Indoor unit

Outdoor unit

Connection pipe

m /h
L/h

1.0

1.2

1.5

1.8

-15 ~ 53

-15 ~ 53

-15 ~ 53

-15 ~ 53

Operation outdoor
temperature range
(min ~ max)"

Cooling

0

C

Heating

0

C

-20 ~ 30

-20 ~ 30

-20 ~ 30

-20 ~ 30

Sound pressure

T/H/M/L/S

dB/A

41/37/33/25/22

41/37/33/25/22

43/41/38/35/27

47/42/38/34/31

Sound power

T/H/M/L/S

dB/A

51/47/43/35/32

51/47/43/35/32

54/50/47/43/36

58/52/48/44/41

Net dimension

LxlxH

mm

790x192x275

790x192x275

920x195x306

1100x222x333

Gross dimension

LxlxH

mm

860x265x345

860x265x345

990x265x380

1165x295x405

Net / gross weight

kg

8.5/10.5

8.5/10.5

11.0/13.0

14.0/17.0

Sound pressure

dB/A

50

50

53

57

Sound power

dB/A

60

60

65

68

Net dimension

LxlxH

mm

777x290x498

777x290x498

853x349x602

920x380x699

Gross dimension

LxlxH

mm

818x325x520

818x325x520

890x385x628

960x430x732

Net / gross weight

kg

24.0/27.0

24.0/27.0

35.0/39.0

40.0/46.0

Pipe cross-section liquid / gas

mm

ϕ6 / ϕ9.25

ϕ6 / ϕ9.25

ϕ6 / ϕ12.7

ϕ6 / ϕ12.7

Maximum length

m

25

25

25

25

Maximum height

m

10

10

10

10

Installation kit

Yes

Yes

Yes

Yes

Power supply mode

outdoor unit

outdoor unit

outdoor unit

outdoor unit

Valve protection cover (outdoor unit)

Yes

Yes

Yes

Yes

Refrigerant

R32

R32

R32

R32

Note: For values from the above table, the allowed deviation is +/-5%. Technical information is subject to change. The installation kit contains part of the materials required for the installation of the refrigerant piping.

NOTES/ INFORMATION

